
深圳市同睿电子有限公司
Shenzhen Tonrei Electronics Co., Ltd.

触摸显示产品，真正源头工厂，始于2012年！

全过程技术支持，全天候必应服务！

做您的靠谱顾问，更做您的靠谱后盾！

Touch display products, the true source factory, since 2012!

Full process technical support, 24/7 instant respond service!

Be your reliable advisor, be your reliable backing power!

同睿
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客户满意度

98%

回头客

95%

40个+

国家地区

50种+

应用行业型号款式

300款+3000平米+

自有制造
工厂

大专以上
学历

60%+员工

精度追求

0.01mm

提供解决
方案

≤24小时

同睿

自行研发
设计

90%

随时随地
响应

7*24

20款+

每月新品
定制

平均回复
时间

<5分钟

交期达成
率

97%

良品率

≥99.7%

专注专业

15年+
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深圳市同睿电子有限公司成立于2012年，是一家集产品设计、研发、生产、销售和服务于一
体的高新技术企业。公司主营各类触摸显示、特殊显示及专业显示类产品。

公司主要产品有：触摸显示器（商业、工业、医疗等）、触摸一体机（商业、工业、医疗等
）、广告机（数字标牌）、各类定制显示产品（户外高亮、防水、条形、异形等）、简易自
助终端机、各类触摸显示模块等。

搭载触摸屏类型：电阻式、电容式、红外线式、表面声波式、电磁式等。
安装方式：嵌入式（内嵌、外嵌、开放）、壁挂式、桌面式、落地式（立式、卧式）等。
产品尺寸：5寸到100寸。

产品应用领域：工控、医疗、金融、教育、交通车载、零售餐饮酒店服务、安防家居及物联
网、游戏娱乐及博彩、电力通信、军工/航天、各类自助终端机（新零售-售卖机/金融/查询/
快递柜-储物柜/垃圾回收柜/充电桩等）、各类商业场合（企业、政府机构、公共场所、展览
展示等）等领域，可满足各类客户的多样化及专业化需求。

公司介绍

同睿
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从业时间 始于2012年，我们一直专心专注专业。

真正源头工厂 3000平米厂房，可满足客户各类订单要求。

配合/服务 这是我们的绝对优势！！让服务和产品一样成为主角，而非短板。

顾问式销售模式 了解客户需求，解答客户问题，推荐解决方案。避免单方面、施
加式、冷漠式销售模式，让销售成为互动。

雄厚的研发实力 超半数核心工程师均具备超过10年本行业经验。90%以上产品均
为自主研发。

强大的技术支持
不仅提供产品，同时提供可靠的解决方案。全过程全方位提供支
持一站式服务。让客户摆脱只卖货而没有技术支持，或者只卖货
不售后的担忧。

强势的定制化能力 可深度定制产品，各种外观，各种功能等。

全面的配套能力 可以给客户做整体配套，一站式解决客户问题。

丰富的产品线 显示器类、一体机类、广告机类、自助类、安防监控类等等。
尺寸覆盖5寸到100寸，产品齐全。

快速的交期 (1) 常备库存：3天内可交货；(2) 常规产品：7--10天交货；
(3) 定制化产品：20天内交货。

严格品质把控 全过程全方位品质管控（IQC、IPQC、OQC），不良率远低于行
业平均值。

出色的客户群
很多是国内外专业领域客户及方案商。他们对供应商和产品都有
着苛刻的要求，通过给他们供货，公司的各项实力和经验得以快
速提升。这让公司更有信心和实力承接更高的客户要求。

老客户认可 95%的新客户都已经成为我们的回头客，这是对我们最大的认可！

公司优势

同睿
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内嵌式触摸显示器/一体机

英特尔、瑞芯微、全志、海思、MTK、Amlogic、
高通、其他国产方案等。

VGA、HDMI、USB、网口、串口、耳机麦克风、
各类卡槽、电源插座(AC/DC 输入)等

自动亮度调整、航空电源接口、摄像头、打印机、扫
码器、读卡器、指纹识别、键盘、触摸笔、遥控器、
壁挂支架/卡扣/边条挂件/底座等(可选)。

屏幕尺寸 7寸~~65寸

画面比例
(宽高比)

■4：3比例：8寸，8.4寸，10.4寸，12.1寸，15寸，
                17寸，19寸，21.3寸。
■16：9比例：7寸，8寸，10.1寸，11.6寸，13.3寸，
                        14寸，15.6寸，18.5寸，21.5寸，23寸，
                        23.8寸，27寸，32寸，43寸，49寸，
                        55寸，60寸，65寸
■16：10比例：7寸，8寸，10.1寸。液晶

显示屏 分辨率 低至：800 x 480 ；高至：3840 x 2160

亮度

可视角度

液晶屏特
性/卖点

250--3000 cd/m² (可定制)
装完触摸屏后亮度：根据透光率。

TN（窄或普通视角）、IPS（广视角）

全新，A规。让客户有知情权。

触摸屏

触摸屏类型

触摸点数

表面硬度

触摸响应
速度

触摸屏特
性/卖点

电阻式 / 电容式 / 红外线式（可选）

电阻式：单点
电容式：多点(10点)；红外线式：单点或多点。

电阻式：≥3H；  电容式：≥6H；  红外线式：≥7H

≤15ms

工业级品质，超稳定性能，超长寿命，适应苛刻环境。

Realtek、Mstar、Novatek等

VGA、DVI、HDMI、USB(触摸用)、
音频输入(Audio in)、音频输出(Audio out)、
电源插座(AC/DC 输入)

按键、遥控器（可选）。

Windows, Android, Linux，各类国产系统等。

自动亮度调整、航空电源接口、摄像头、触摸笔、遥
控器、壁挂支架/卡扣/边条挂件/底座等(可选)。

材质：铝合金 / 塑胶 / 五金外壳(可选)。
颜色：黑色（其他可选）。

嵌入式/开放式、桌面式、壁挂式等。

0°C ~ +50°C；可定制宽温-30℃~ +85℃

≥50,000小时

CCC、RoHS (根据客户要求)

主板方案

主板方案

输入/输出
接口

输入/输出
接口

控制

整机支持
操作系统

显示器
可定制

一体机
可定制

外壳

安装方式

工作温度

整机寿命
(MTBF)

认证

质保 1年。

自助终端机(金融、查询等)、自助售卖机、智能快递
柜、工业设备、取餐柜/储物柜、垃圾回收柜、智能
充电桩、各类自助机柜等。

一体机
主板

显示器
主板

控制

功能/
外设

物理
参数

环境/
可靠性

质量
保证

应用
领域

全新液晶屏，工业级触摸屏，稳定主板。高端材料

接口及
  功能

接口及功能多样；兼容性极佳，可兼容
丰富外设。

工业级品质，性能稳定，长寿命。可靠
性强，适应苛刻环境。前面板IP65防护。可靠性

适合嵌入式机柜使用。嵌入式结构设计，
全平面安装。适用场景

多种安装方式可供选择，满足各种应用
场景。安装方式

可以满足长期供货。且部分部件的升级
换代或更换不会造成外观尺寸变化。

生命周
  期长
定制化 可根据客户要求进行定制化。

应用场景

智能快递柜 工业设备

同睿
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外嵌式触摸显示器/一体机（工业）

英特尔、瑞芯微、全志、海思、MTK、Amlogic、
高通、其他国产方案等。

VGA、HDMI、USB、网口、串口、耳机麦克风、
各类卡槽、电源插座(AC/DC 输入)等

自动亮度调整、航空电源接口、摄像头、打印机、扫
码器、读卡器、指纹识别、键盘、触摸笔、遥控器、
壁挂支架/卡扣/边条挂件/底座等(可选)。

屏幕尺寸 7寸~~65寸

画面比例
(宽高比)

■4：3比例：8寸，8.4寸，10.4寸，12.1寸，15寸，
                17寸，19寸，21.3寸。
■16：9比例：7寸，8寸，10.1寸，11.6寸，13.3寸，
                        14寸，15.6寸，18.5寸，21.5寸，23寸，
                        23.8寸，27寸，32寸，43寸，49寸，
                        55寸，60寸，65寸
■16：10比例：7寸，8寸，10.1寸。液晶

显示屏 分辨率 低至：800 x 480 ；高至：3840 x 2160

亮度

可视角度

液晶屏特
性/卖点

250--3000 cd/m² (可定制)
装完触摸屏后亮度：根据透光率。

TN（窄或普通视角）、IPS（广视角）

全新，A规。让客户有知情权。

触摸屏

触摸屏类型

触摸点数

表面硬度

触摸响应
速度

触摸屏特
性/卖点

电阻式 / 电容式 / 红外线式（可选）

电阻式：单点
电容式：多点(10点)；红外线式：单点或多点。

电阻式：≥3H；  电容式：≥6H；  红外线式：≥7H

≤15ms

工业级品质，超稳定性能，超长寿命，适应苛刻环境。

Realtek、Mstar、Novatek等

VGA、DVI、HDMI、USB(触摸用)、
音频输入(Audio in)、音频输出(Audio out)、
电源插座(AC/DC 输入)

按键、遥控器（可选）。

Windows, Android, Linux，各类国产系统等。

自动亮度调整、航空电源接口、摄像头、触摸笔、遥
控器、壁挂支架/卡扣/边条挂件/底座等(可选)。

材质：铝合金 / 塑胶 / 五金外壳(可选)。
颜色：黑色（其他可选）。

嵌入式/开放式、桌面式、壁挂式等。

0°C ~ +50°C；可定制宽温-30°C ~ +85°C

≥50,000小时

CCC、RoHS (根据客户要求)

主板方案

主板方案

输入/输出
接口

输入/输出
接口

控制

整机支持
操作系统

显示器
可定制

一体机
可定制

外壳

安装方式

工作温度

整机寿命
(MTBF)

认证

质保 1年。

工控（工业设备、数控机床）、医疗设备、
军工等领域。

一体机
主板

显示器
主板

控制

功能/
外设

物理
参数

环境/
可靠性

质量
保证

应用
领域

应用场景

医疗设备

工业设备

军工设备

数控机床

自助结账 生产自动化

全新液晶屏，工业级触摸屏，工业级主
板。高端材料

接口及
  功能

接口及功能多样；兼容性极佳，可兼容
丰富外设。

工业级品质，性能稳定，长寿命。可靠
性强，适应苛刻环境。前面板IP65防护。可靠性

适合工业机柜使用。适用场景

多种安装方式可供选择，满足各种应用
场景。安装方式

可以满足长期供货。且部分部件的升级
换代或更换不会造成外观尺寸变化。

生命周
  期长

定制化 可根据客户要求进行定制化。

同睿
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医疗触摸显示器/一体机

英特尔、瑞芯微、全志、海思、MTK、Amlogic、
高通、其他国产方案等。

VGA、HDMI、USB、网口、串口、耳机麦克风、
各类卡槽、电源插座(AC/DC 输入)等

自动亮度调整、航空电源接口、摄像头、打印机、扫
码器、读卡器、指纹识别、键盘、触摸笔、遥控器、
壁挂支架/卡扣/边条挂件/底座等(可选)。

屏幕尺寸 7寸~~65寸

画面比例
(宽高比)

■4：3比例：8寸，8.4寸，10.4寸，12.1寸，15寸，
                17寸，19寸，21.3寸。
■16：9比例：7寸，8寸，10.1寸，11.6寸，13.3寸，
                        14寸，15.6寸，18.5寸，21.5寸，23寸，
                        23.8寸，27寸，32寸，43寸，49寸，
                        55寸，60寸，65寸
■16：10比例：7寸，8寸，10.1寸。液晶

显示屏 分辨率 低至：800 x 480 ；高至：3840 x 2160

亮度

可视角度

液晶屏特
性/卖点

250--3000 cd/m² (可定制)
装完触摸屏后亮度：根据透光率。

TN（窄或普通视角）、IPS（广视角）

全新，A规。让客户有知情权。

触摸屏

触摸屏类型

触摸点数

表面硬度

触摸响应
速度

触摸屏特
性/卖点

电阻式 / 电容式 / 红外线式（可选）

电阻式：单点
电容式：多点(10点)；红外线式：单点或多点。

电阻式：≥3H；  电容式：≥6H；  红外线式：≥7H

≤15ms

超稳定性能，超长寿命，适应苛刻环境。

Realtek、Mstar、Novatek等

VGA、DVI、HDMI、USB(触摸用)、
音频输入(Audio in)、音频输出(Audio out)、
电源插座(AC/DC 输入)

按键、遥控器（可选）。

Windows, Android, Linux，各类国产系统等。

自动亮度调整、航空电源接口、摄像头、触摸笔、遥
控器、壁挂支架/卡扣/边条挂件/底座等(可选)。

材质：铝合金 / 塑胶 / 五金外壳(可选)。
颜色：黑色（其他可选）。

嵌入式/开放式、桌面式、壁挂式等。

0°C ~ +50°C；可定制宽温-30°C ~ +85°C

≥50,000小时

CCC、RoHS (根据客户要求)

主板方案

主板方案

输入/输出
接口

输入/输出
接口

控制

整机支持
操作系统

显示器
可定制

一体机
可定制

外壳

安装方式

工作温度

整机寿命
(MTBF)

认证

质保 1年。

医疗设备领域。

一体机
主板

显示器
主板

控制

功能/
外设

物理
参数

环境/
可靠性

质量
保证

应用
领域

应用场景

口腔检查

智慧病房

手术监测

B超检测

护理推车 医美设备

全新液晶屏，工业/医疗级触摸屏，工
业/医疗级主板。高端材料

接口及
  功能

接口及功能多样；兼容性极佳，可兼容
丰富外设。

工业/医疗级品质，性能稳定，长寿命。
可靠性强，适应苛刻环境。可靠性

适合各类医疗行业产品使用。适用场景

多种安装方式可供选择，满足各种应用
场景。安装方式

可以满足长期供货。且部分部件的升级
换代或更换不会造成外观尺寸变化。

生命周
  期长

定制化 可根据客户要求进行定制化。

同睿
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开放式触摸显示器/一体机 桌面式触摸显示器/一体机 壁挂式触摸显示器/一体机

其他触摸显示器/一体机

英特尔、瑞芯微、全志、海思、MTK、Amlogic、
高通、其他国产方案等。

VGA、HDMI、USB、网口、串口、耳机麦克风、
各类卡槽、电源插座(AC/DC 输入)等

自动亮度调整、航空电源接口、摄像头、打印机、扫
码器、读卡器、指纹识别、键盘、触摸笔、遥控器、
壁挂支架/卡扣/边条挂件/底座等(可选)。

屏幕尺寸 7寸~~65寸

画面比例
(宽高比)

■4：3比例：8寸，8.4寸，10.4寸，12.1寸，15寸，
                17寸，19寸，21.3寸。
■16：9比例：7寸，8寸，10.1寸，11.6寸，13.3寸，
                        14寸，15.6寸，18.5寸，21.5寸，23寸，
                        23.8寸，27寸，32寸，43寸，49寸，
                        55寸，60寸，65寸
■16：10比例：7寸，8寸，10.1寸。

液晶
显示屏

分辨率 低至：800 x 480 ；高至：3840 x 2160

亮度

可视角度

液晶屏特
性/卖点

250--3000 cd/m² (可定制)
装完触摸屏后亮度：根据透光率。

TN（窄或普通视角）、IPS（广视角）

全新，A规。让客户有知情权。

触摸屏

触摸屏类型

触摸点数

表面硬度

触摸响应
速度

触摸屏特
性/卖点

电阻式 / 电容式 / 红外线式（可选）

电阻式：单点
电容式：多点(10点)；红外线式：单点或多点。

电阻式：≥3H；  电容式：≥6H；  红外线式：≥7H

≤15ms

工业级品质，超稳定性能，超长寿命，适应苛刻环境。

Realtek、Mstar、Novatek等

VGA、DVI、HDMI、USB(触摸用)、
音频输入(Audio in)、音频输出(Audio out)、
电源插座(AC/DC 输入)

按键、遥控器（可选）。

Windows, Android, Linux，各类国产系统等。

自动亮度调整、航空电源接口、摄像头、触摸笔、遥
控器、壁挂支架/卡扣/边条挂件/底座等(可选)。

材质：铝合金 / 塑胶 / 五金外壳(可选)。
颜色：黑色（其他可选）。

开放式、桌面式、壁挂式等。

0°C ~ +50°C；可定制宽温-30°C ~ +85°C

≥50,000小时

CCC、RoHS (根据客户要求)

主板方案

主板方案

输入/输出
接口

输入/输出
接口

控制

整机支持
操作系统

显示器
可定制

一体机
可定制

外壳

安装方式

工作温度

整机寿命
(MTBF)

认证

质保 1年。

工控（工业设备、数控机床）、商业、军工等领域。

一体机
主板

显示器
主板

控制

功能/
外设

物理
参数

环境/
可靠性

质量
保证
应用
领域

应用场景

餐饮收银

工业设备

军工设备

数控机床

自助结账 生产自动化

全新液晶屏，工业级触摸屏，工业级主
板。高端材料

接口及
  功能

接口及功能多样；兼容性极佳，可兼容
丰富外设。

工业级品质，性能稳定，长寿命。可靠
性强，适应苛刻环境。可靠性

适合商业、工控、军工等行业使用。适用场景

多种安装方式可供选择，满足各种应用
场景。安装方式

可以满足长期供货。且部分部件的升级
换代或更换不会造成外观尺寸变化。

生命周
  期长

定制化 可根据客户要求进行定制化。

同睿
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■16：9比例：7寸，8寸，10.1寸，11.6寸，13.3寸，
                        14寸，15.6寸，18.5寸，21.5寸，23寸，
                        23.8寸，27寸，32寸，43寸，49寸，
                        55寸，60寸，65寸，70寸，75寸，
                        80寸，85寸，90寸，98寸，100寸。

户外/半户外显示产品

英特尔、瑞芯微、全志、海思、MTK、Amlogic、
高通、其他国产方案等。

VGA、HDMI、USB、网口、串口、耳机麦克风、
各类卡槽、电源插座(AC/DC 输入)等

自动亮度调整、航空电源接口、摄像头、打印机、扫
码器、读卡器、指纹识别、键盘、触摸笔、遥控器、
壁挂支架/卡扣/边条挂件/底座等(可选)。

屏幕尺寸 7寸~~100寸

画面比例
(宽高比)

■4：3比例：8寸，8.4寸，10.4寸，12.1寸，15寸，
                17寸，19寸，21.3寸。

■16：10比例：7寸，8寸，10.1寸。液晶
显示屏 分辨率 低至：800 x 480 ；高至：3840 x 2160

亮度

可视角度

液晶屏特
性/卖点

250--3000 cd/m² (可定制)
装完触摸屏后亮度：根据透光率。

TN（窄或普通视角）、IPS（广视角）

全新，A规。让客户有知情权。

触摸屏

触摸屏类型

触摸点数

表面硬度

触摸响应
速度

触摸屏特
性/卖点

电阻式 / 电容式 / 红外线式（可选）

电阻式：单点
电容式：多点(10点)；红外线式：单点或多点。

电阻式：≥3H；  电容式：≥6H；  红外线式：≥7H

≤15ms

工业级品质，超稳定性能，超长寿命，适应苛刻环境。

Realtek、Mstar、Novatek等

VGA、DVI、HDMI、USB(触摸用)、
音频输入(Audio in)、音频输出(Audio out)、
电源插座(AC/DC 输入)

按键、遥控器（可选）。

Windows, Android, Linux，各类国产系统等。

自动亮度调整、航空电源接口、摄像头、触摸笔、遥
控器、壁挂支架/卡扣/边条挂件/底座等(可选)。

材质：铝合金 / 塑胶 / 五金外壳(可选)。
颜色：黑色（其他可选）。

嵌入式/开放式、落地式、壁挂式等。

0°C ~ +50°C；可定制宽温-30°C ~ +85°C

≥50,000小时

CCC、RoHS (根据客户要求)

主板方案

主板方案

输入/输出
接口

输入/输出
接口

控制

整机支持
操作系统

显示器
可定制

一体机
可定制

外壳

安装方式

工作温度

整机寿命
(MTBF)

认证

质保 1年。

工控（工业设备、数控机床）、商业、公共场所、
军工等领域。

一体机
主板

显示器
主板

控制

功能/
外设

物理
参数

环境/
可靠性

质量
保证

应用
领域

应用场景

橱窗展示

公交车站

商业街

充电桩

海上航行

快递柜/垃圾柜

全新液晶屏，工业级触摸屏，工业级主
板。高端材料

接口及
  功能

高亮度，宽温度，防水防尘，防暴，
防爆，抗光等。

工业级品质，性能稳定，长寿命。可靠
性强，适应苛刻环境。可靠性

适合各类户外、半户外、室内特殊场景
使用。适用场景

多种安装方式可供选择，满足各种应用
场景。安装方式

可以满足长期供货。且部分部件的升级
换代或更换不会造成外观尺寸变化。

生命周
  期长
定制化 可根据客户要求进行定制化。

同睿
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全封闭防水一体机 户外高亮一体机



广告机/数字标牌

英特尔、瑞芯微、全志、海思、MTK、Amlogic、
高通、其他国产方案等。

VGA、HDMI、USB、网口、串口、耳机麦克风、
各类卡槽、电源插座(AC/DC 输入)等

按键、遥控器（可选）。

Windows, Android, Linux，各类国产系统等。

自动亮度调整、航空电源接口、摄像头、打印机、
触摸笔、遥控器、壁挂支架/卡扣/边条挂件/底座
等(可选)。

材质：铝合金 / 塑胶 / 五金外壳(可选)。
颜色：黑色（其他可选）。

桌面式、壁挂式、立式、卧式、嵌入式/开放式等。

0°C ~ +50°C；可定制-宽温-30°C ~ +85°C

≥50,000小时

CCC、RoHS (根据客户要求)

主板方案

输入/输出
接口

控制

整机支持
操作系统

可定制

外壳

安装方式

工作温度

整机寿命
(MTBF)

认证

质保 1年。

各类商业场合：商场酒店、餐厅娱乐、机场车站、金
融银行、景点场馆、展厅专柜、医院门诊、电梯等。
企业、政府机构、公共场所、各类展览展示等领域。

主板

控制

功能/
外设

物理
参数

环境/
可靠性

质量
保证

应用
领域

屏幕尺寸 7寸~~100寸

画面比例
(宽高比)

■4：3比例：8寸，8.4寸，10.4寸，12.1寸，15寸，
                17寸，19寸，21.3寸。
■16：9比例：7寸，8寸，10.1寸，11.6寸，13.3寸，
                        14寸，15.6寸，18.5寸，21.5寸，23寸，
                        23.8寸，27寸，32寸，43寸，49寸，
                        55寸，60寸，65寸，70寸，75寸，
                        80寸，85寸，90寸，98寸，100寸。
■16：10比例：7寸，8寸，10.1寸。液晶

显示屏 分辨率 低至：800 x 480 ；高至：3840 x 2160

亮度

可视角度

液晶屏特
性/卖点

250--3000 cd/m² (可定制)
装完触摸屏后亮度：根据透光率。

TN（窄或普通视角）、IPS（广视角）

全新，A规。让客户有知情权。

触摸屏

触摸屏类型

触摸点数

表面硬度

触摸响应
速度

触摸屏特
性/卖点

电阻式 / 电容式 / 红外线式（可选）

电阻式：单点
电容式：多点(10点)；红外线式：单点或多点。

电阻式：≥3H；  电容式：≥6H；  红外线式：≥7H

≤15ms

工业级品质，超稳定性能，超长寿命，适应苛刻环境。

应用场景

机场车站商场酒店

金融银行

餐饮行业

医院门诊 电梯

立式广告机
诊室门牌/会议屏壁挂广告机 电子餐牌

高端材料

接口及
  功能

适用场景

安装方式

生命周
  期长

定制化

同睿
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全新液晶屏，稳定广告机主板。

接口及功能多样；兼容性极佳，
可配信息发布系统。

适合各类商业场合使用。

多种安装方式可供选择，满足各
种应用场景。

可以满足长期供货。且部分部件
的升级换代或更换不会造成外观
尺寸变化。

可根据客户要求进行定制化。



自助终端机

英特尔、瑞芯微、全志、海思、MTK、Amlogic、
高通、其他国产方案等。

VGA、HDMI、USB、网口、串口、耳机麦克风、
各类卡槽、电源插座(AC/DC 输入)等

按键、遥控器（可选）。

Windows, Android, Linux，各类国产系统等。

自动亮度调整、航空电源接口、摄像头、打印机、扫
码器、读卡器、指纹识别、键盘、触摸笔、遥控器、
壁挂支架/卡扣/边条挂件/底座等(可选)。

材质：铝合金 / 塑胶 / 五金外壳(可选)。
颜色：黑色（其他可选）。

桌面式、壁挂式、立式、卧式、嵌入式/开放式等。

0°C ~ +50°C；可定制宽温-30°C ~ +85°C

≥50,000小时

CCC、RoHS (根据客户要求)

主板方案

输入/输出
接口

控制

整机支持
操作系统

可定制

外壳

安装方式

工作温度

整机寿命
(MTBF)

认证

质保 1年。

工控、医疗、金融、教育、交通车载、各类自助终端机
（新零售-售卖机/金融/查询/快递柜-储物柜/垃圾回收柜/
充电桩等）、零售餐饮酒店服务、安防家居及物联网、
游戏娱乐及博彩、电力通信、军工/航天、各类商业场合
（企业、政府机构、公共场所、展览展示等）等领域。

主板

控制

功能/
外设

物理
参数

环境/
可靠性

质量
保证

应用
领域

屏幕尺寸 7寸~~65寸

画面比例
(宽高比)

■4：3比例：8寸，8.4寸，10.4寸，12.1寸，15寸，
                17寸，19寸，21.3寸。
■16：9比例：7寸，8寸，10.1寸，11.6寸，13.3寸，
                        14寸，15.6寸，18.5寸，21.5寸，23寸，
                        23.8寸，27寸，32寸，43寸，49寸，
                        55寸，60寸，65寸
■16：10比例：7寸，8寸，10.1寸。液晶

显示屏 分辨率 低至：800 x 480 ；高至：3840 x 2160

亮度

可视角度

液晶屏特
性/卖点

250--3000 cd/m² (可定制)
装完触摸屏后亮度：根据透光率。

TN（窄或普通视角）、IPS（广视角）

全新，A规。让客户有知情权。

触摸屏

触摸屏类型

触摸点数

表面硬度

触摸响应
速度

触摸屏特
性/卖点

电阻式 / 电容式 / 红外线式（可选）

电阻式：单点
电容式：多点(10点)；红外线式：单点或多点。

电阻式：≥3H；  电容式：≥6H；  红外线式：≥7H

≤15ms

工业级品质，超稳定性能，超长寿命，适应苛刻环境。

应用场景

自助点餐金融银行

政府机构

自助收银

小区门禁 考勤打卡

自助终端机 自助点餐机 多功能一体机

同睿
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高端材料

接口及
  功能

可靠性

安装方式

生命周
  期长
定制化

全新液晶屏，工业级触摸屏，工业
级主板。
接口及功能多样；兼容性极佳，可
兼容丰富外设。
工业级品质，性能稳定，长寿命。
可靠性强，适应苛刻环境。

多种安装方式可供选择，满足各种
应用场景。

可以满足长期供货。且部分部件的升
级换代或更换不会造成外观尺寸变化。

可根据客户要求进行定制化。



条形屏产品 曲面屏产品圆形屏产品

条形屏/异形屏显示产品

同睿
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英特尔、瑞芯微、全志、海思、MTK、Amlogic、
高通、其他国产方案等。

VGA、HDMI、USB、网口、串口、耳机麦克风、
各类卡槽、电源插座(AC/DC 输入)等

自动亮度调整、航空电源接口、摄像头、打印机、扫
码器、读卡器、指纹识别、键盘、触摸笔、遥控器、
壁挂支架/卡扣/边条挂件/底座等(可选)。

屏幕尺寸 7寸~~100寸

画面比例
(宽高比)液晶

显示屏
分辨率 根据客户需求

亮度

可视角度

液晶屏特
性/卖点

250--3000 cd/m² (可定制)
装完触摸屏后亮度：根据透光率。

TN（窄或普通视角）、IPS（广视角）

全新，A规。让客户有知情权。

触摸屏

触摸屏类型

触摸点数

表面硬度

触摸响应
速度
触摸屏特
性/卖点

电阻式 / 电容式 / 红外线式（可选）

电阻式：单点
电容式：多点(10点)；红外线式：单点或多点。

电阻式：≥3H；  电容式：≥6H；  红外线式：≥7H

≤15ms

工业级品质，超稳定性能，超长寿命，适应苛刻环境。

Realtek、Mstar、Novatek等

VGA、DVI、HDMI、USB(触摸用)、
音频输入(Audio in)、音频输出(Audio out)、
电源插座(AC/DC 输入)

按键、遥控器（可选）。

Windows, Android, Linux，各类国产系统等。

材质：铝合金 / 塑胶 / 五金外壳(可选)。
颜色：黑色（其他可选）。

桌面式、壁挂式、立式、卧式、嵌入式/开放式等。

0°C ~ +50°C；可定制宽温-30°C ~ +85°C

≥50,000小时

CCC、RoHS (根据客户要求)

主板方案

主板方案

输入/输出
接口

输入/输出
接口

控制

整机支持
操作系统

显示器
可定制

一体机
可定制

外壳

安装方式

工作温度

整机寿命
(MTBF)

认证

质保 1年。

一体机
主板

显示器
主板

控制

功能/
外设

物理
参数

环境/
可靠性

质量
保证

应用
领域

应用场景

展览展示

轨道交通

停车指示

自助终端 游戏娱乐

商超货架

高端材料

接口及
  功能

适用场景

安装方式

生命周
  期长

定制化

全新液晶屏，稳定主板。

接口及功能多样；兼容性极佳，
可配信息发布系统。

适合各类商业场合使用。

多种安装方式可供选择，满足各
种应用场景。

可以满足长期供货。且部分部件
的升级换代或更换不会造成外观
尺寸变化。

可根据客户要求进行定制化。

■ 根据客户需求

自动亮度调整、航空电源接口、摄像头、打印机、
触摸笔、遥控器、壁挂支架/卡扣/边条挂件/底座
等(可选)。

各类商业场合：商场酒店、餐厅娱乐、机场车站、金
融银行、景点场馆、展厅专柜、医院门诊、电梯等。
企业、政府机构、公共场所、各类展览展示等领域。



触摸显示模块套件

0°C ~ +50°C；可定制宽温-30°C ~ +85°C

≥50,000小时

CCC、RoHS (根据客户要求)

工作温度

整机寿命
(MTBF)

认证

质保 1年。

医疗设备、工业设备、自助设备、车载等。

环境/
可靠性

质量
保证
应用
领域

屏幕尺寸 7寸~~65寸

画面比例
(宽高比)

液晶
显示屏

分辨率 标准、条形、异形。

亮度

可视角度

液晶屏特
性/卖点

250--3000 cd/m² (可定制)
装完触摸屏后亮度：根据透光率。

TN（窄或普通视角）、IPS（广视角）

全新，A规。让客户有知情权。

触摸屏

触摸屏

触摸屏类型

触摸点数

表面硬度
触摸响应
速度
触摸屏特
性/卖点

电阻式 / 电容式 / 红外线式（可选）

电阻式：单点
电容式：多点(10点)；红外线式：单点或多点。

电阻式：≥3H；  电容式：≥6H；  红外线式：≥7H

≤15ms

工业级品质，超稳定性能，超长寿命，适应苛刻环境。

应用场景

医疗设备 工业设备

军工设备

自助设备 车载设备

生产自动化

可定制

同睿
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贴合方式

可搭配
  物料

高端材料

可靠性

生命周
  期长

定制化

框贴合、OCA光学胶全贴合、LOCA
水胶全贴合。

显示器驱动板、转接板、安卓主板、
X86主板、线材等。

全新液晶屏，工业级触摸屏，工业级
主板。

工业级品质，性能稳定，长寿命。可
靠性强，适应苛刻环境。

可以满足长期供货。且部分部件的升
级换代或更换不会造成外观尺寸变化。

可根据客户要求进行定制化。



(1) 防水、防尘、防暴、防窥、防爆、防震、防雷击、防腐蚀、防盗、防电磁干扰、

     防眩光(AG)、防反射(AR)、防油污(AS)、防指纹(AF)等功能；

(2) 24小时超长不间断工作、宽温、宽电压、低辐射，长寿命、色彩还原度高、高清高分辨率、

      高保真、低功耗、高亮等要求；

(3) 按要求搭载不同的触摸屏技术；

(4) 在恶劣环境或特殊环境下能使用的显示设备；

(5) 不规则形状及非常规分辨率的显示设备（异形屏、条形屏等）；

(6) 带亮度可调节、节能减排、环保、使用智能控制技术的显示设备；

(7) 带电磁笔，手写输入，带安全加密、身份认证等各种差异化的显示设备；

(8) 多操作系统、多主板架构、多接口、多功能、多外设等要求；

(9) 多样化外观与结构设计以及安装方式等要求(无风扇散热机构设计、桌面安装、壁挂安装、

     嵌入式安装等)。

其他定制产品

可定制内容

高亮屏产品(500-3000亮度) LCD透明屏产品 OLED透明屏产品

人脸识别一体机 直播机 随心屏/智慧屏

同睿
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Shenzhen Tonrei Electronics Co., Ltd. which founded in 2012, is a high-tech company covering 
products design, research, manufacturing, sales and service. The company specializes in various 
touch displays, special displays, and professional display products.

The company products cover: Touch Monitor (Commercial, Industrial, Medical, etc.), Touch 
All-In-One PC (Commercial, Industrial, Medical, etc.), Advertising Machines (Digital Signage), 
Various customized display products (Outdoor high brightness, Waterproof, Bar type, Irregular 
type, etc.), Self-Service Terminals / Kiosks, Various touch display modules and etc. 

Touch screen types: Resistive, Capacitive, Infrared Ray (IR touch), Surface Acoustic Wave 
                                (SAW touch), Electromagnetic and etc.

Mounting methods: Embedded (Internal, External, Open frame), Wall mounted, Desktop, Floor 
type (Vertical, Horizontal) and etc.

Product size: 5 inch to 100 inch.

Product application areas: Industrial, medical, finance, education, traffic and vehicle, retail cater-
ing and hotel services, security home and IOT (Internet of Things), gaming and entertainment 
and gambling, power and communication, military / aerospace, self-service terminals (new 
retail - vending machines / finance / inquiry / delivery locker - storage cabinets / garbage collec-
tion cabinets / charging piles, etc.), various commercial fields (enterprises, government institu-
tions, public places, exhibitions, etc.), can meet the diverse and professional needs of various 
customers.

Company Introduction

同睿
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Establishment Time Since 2012, we have been focused on our profession.

True Source Factory 3000㎡ factory, can meet various order requirements of customers.

Cooperation / Service This is our absolute advantage!! Make services and products the protagonists, 
rather than the weaknesses.

Consultant Marketing 
Strategy

Know customer needs, answer and solve customer questions and recommend 
solutions. Avoid unilateral, coercive, and indifferent sales models, and make the 
sales interactive. 

Strong R&D Strength Many core engineers have more than 10-year experiences. More than 
90% of the products are independently developed.

Powerful Technical 
Support

Not only provide products, but also reliable solutions. Provide one-stop 
support throughout the entire process. Let customers get rid of the 
worries of only selling goods without technical support, or only selling 
goods without after-sales service.

Strong Customization
 Ability Can deeply customize products, various appearances, functions and etc.

Comprehensive 
Supporting Capabilities

We can provide customers with overall support and solve their problems 
in a one-stop manner.

Rich Product line
Monitor type, all-in-one pc type, advertising machine type, self-service 
type, security monitoring type, and so on. The size range is from 5 inch 
to 100 inch.

Short Lead Time
(1) Regular inventory: Deliverable within 3 days; 
(2) Regular products: delivery within 7-10 days; 
(3) Customized products: Delivery within 20 days.

Strict Quality Control Full process and comprehensive quality control (IQC, IPQC, OQC), 
with defect rates far below the industry average.

Excellent Customer 
Base

Many are professional clients and solution providers both domestically and 
internationally. They have strict requirements and perform formal audit toward 
the supplier, so the company quickly improved the strength and experiences 
by supplying to them. And this makes us more confident and qualified for 
higher challenges. 

Old Customer 
Recognition

95% of new customers have become our repeat customers, 
which is the greatest recognition for us!

Company Advantages

同睿
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Intel, Rockchip, Allwinner, Hisilicon, MTK, Amlogic, 
Qualcomm, other Chinese solutions and etc.

VGA, HDMI, USB, Ethernet Port, Serial Port, Headphone 
and Mic, Card slots, Power Jack (AC / DC In), etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Printer, Scanner, Card Reader, Fingerprint Reader, 
Keyboard, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Panel Size 7 inch~~65 inch

Aspect Ratio

LCD
Panel Resolution Down to: 800 x 480; Up to: 3840 x 2160

Brightness

Viewing Angle 

Panel Features

250--3000 cd/m² (Customizable)
Brightness after installing the touch screen: 
Based on the transmittance.
TN (Narrow or regular angle), 
IPS (Wide angle)
Original and new, A grade.
Enable customers to have the right to know.

Touch
Panel

Touch Type

Touch Points

Surface 
Hardness

Touch 
Response Time

TP Features

Resistive / Capacitive / IR (Optional)

Resistive: Single touch.
Capacitive: Multi touch (10-point); 
IR: Single or multi touch.

Resistive: ≥3H; Capacitive: ≥6H; IR: ≥7H

≤15ms

Industrial quality. Steady performance, Long life, 
 adapt to harsh / rugged environment.

Realtek, Mstar, Novatek and etc.

VGA, DVI, HDMI, USB (Touch usage), Audio 
input / output, Power Jack (AC / DC In).

Key button, Remote control (Optional).

Windows, Android, Linux, 
various Chinese systems and etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Material: Aluminium alloy / Plastic / Metal (Optional).
Color: Black (Other optional).

Embedded Mounting / Open Frame, Desktop, 
Wall Mounting and etc.

0°C ~ +50°C; 
Customizable: -30°C ~ +85°C

≥50,000 hours demonstrated

Upon customer's request

Motherboard 
Solutions

Motherboard 
Solutions

Input /
Output Port

Input /
Output Port

Control

OS 
Support

Monitor
Customizable

AIO PC
Customizable

Cabinet

Mounting

Temperature

Product Life 
time (MTBF)

Certificate /
Compliance

Warranty 1 year.

Self-service terminal (financial, query, etc.), Vending machines, 
Intelligent delivery locker, Industrial equipment, Food deliery 
locker / Storage locker, Garbage collection cabinet, Intelligent 
charging station, Various self-service cabinets and etc.

PC
Mother-
board

Monitor
Mother-
board

Control

Functions /
Peripherals

Physical

Environ-
ment  / 
Reliability

Quality 
Assurance

Application 
Fields

Brand new LCD screen, industrial grade 
touch screen, stable motherboard.

High Class 
Material

Interface and 
Function

Multiple Interfaces and fuctions; Excellent 
compatibility, compatible with a variety of peripherals.

Industrial quality, Steady performance, Long life. 
Strong reliability, adapt to harsh / rugged 
environment. Front panel IP65 protection.

Reliability

Suitable for embedded use in cabinets. 
Embedded structure design, full flat installation.

Applicable 
Scenarios

Multiple mounting methods are available to 
choose from, wide application fields.

Mounting

Can meet long-term supply needs. And the 
upgrading or replacement of some components 
will not cause changes in the appearance and size.

Long 
Lifecycle

Customiz-
ation 

Can be customized by customer's 
requirements.

Application scenarios

Intelligent delivery locker Industrial equipment 

Self-service terminal Vending machines

Garbage collection cabinet Intelligent charging station

■4:3 ratio: 8 inch, 8.4 inch, 10.4 inch, 12.1 inch, 
                  15 inch, 17 inch, 19 inch, 21.3 inch.
■16:9 ratio: 7 inch, 8 inch, 10.1 inch, 11.6 inch, 
                      13.3 inch, 14 inch, 15.6 inch, 18.5 inch, 
                      21.5 inch, 23 inch, 23.8 inch, 27 inch, 
                      32 inch, 43 inch, 49 inch, 55 inch, 
                      60 inch, 65 inch.■16:10 ratio: 7 inch, 8 inch, 10.1 inch.

Internal embedded touch monitor / all-in-one PC

同睿
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Intel, Rockchip, Allwinner, Hisilicon, MTK, Amlogic, 
Qualcomm, other Chinese solutions and etc.

VGA, HDMI, USB, Ethernet Port, Serial Port, Headphone 
and Mic, Card slots, Power Jack (AC / DC In), etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Printer, Scanner, Card Reader, Fingerprint Reader, 
Keyboard, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Panel Size 7 inch~~65 inch

Aspect Ratio

LCD
Panel Resolution Down to: 800 x 480; Up to: 3840 x 2160

Brightness

Viewing Angle 

Panel Features

250--3000 cd/m² (Customizable)
Brightness after installing the touch screen: 
Based on the transmittance.
TN (Narrow or regular angle), 
IPS (Wide angle)

Original and new, A grade.
Enable customers to have the right to know.

Touch
Panel

Touch Type

Touch Points

Surface 
Hardness

Touch 
Response Time

TP Features

Resistive / Capacitive / IR (Optional)

Resistive: Single touch.
Capacitive: multi touch (10-point); 
IR: Single or multi touch.

Resistive: ≥3H; Capacitive: ≥6H; IR: ≥7H

≤15ms

Industrial quality. Steady performance, Long life, 
 adapt to harsh / rugged environment.

Realtek, Mstar, Novatek and etc.

VGA, DVI, HDMI, USB (Touch usage), Audio 
input / output, Power Jack (AC / DC In).

Key button, Remote control (Optional).

Windows, Android, Linux, 
various Chinese systems and etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Material: Aluminium alloy / Plastic / Metal (Optional).
Color: Black (Other optional).

Embedded Mounting / Open Frame, Desktop, 
Wall Mounting and etc.

0°C ~ +50°C; 
Customizable: -30°C ~ +85°C

≥50,000 hours demonstrated

Upon customer's request

Motherboard 
Solutions

Motherboard 
Solutions

Input /
Output Port

Input /
Output Port

Control

OS 
Support

Monitor
Customizable

AIO PC
Customizable

Cabinet

Mounting

Temperature

Product Life 
Time (MTBF)

Certificate /
Compliance

Warranty 1 year.

Industrial control (Industrial equipment , 
CNC machine), Medical equipment, Military 
and etc.

PC
Mother-
board

Monitor
Mother-
board

Control

Functions /
Peripherals

Physical

Environ-
ment / 
Reliability

Quality 
Assurance

Application 
Fields

Application scenarios

Medical equipment

Industrial equipment 

Military equipment

CNC machine

Self-service equipment Production automation

Brand new LCD screen, industrial grade 
touch screen, industrial grade motherboard.

High Class 
Material

Interface and 
Function

Multiple Interfaces and fuctions; Excellent 
compatibility, compatible with a variety of peripherals.

Industrial quality, Steady performance, Long life. 
Strong reliability, adapt to harsh / rugged 
environment. Front panel IP65 protection.

Reliability

Suitable for industry cabinets. Applicable 
Scenarios

Multiple mounting methods are available to 
choose from, wide application fields.Mounting

Can meet long-term supply needs. And the 
upgrading or replacement of some components 
will not cause changes in the appearance and size.

Long 
Lifecycle

Customiz-
ation 

Can be customized by customer's 
requirements.

■4:3 ratio: 8 inch, 8.4 inch, 10.4 inch, 12.1 inch, 
                  15 inch, 17 inch, 19 inch, 21.3 inch.■16:9 ratio: 7 inch, 8 inch, 10.1 inch, 11.6 inch, 
                      13.3 inch, 14 inch, 15.6 inch, 18.5 inch, 
                      21.5 inch, 23 inch, 23.8 inch, 27 inch, 
                      32 inch, 43 inch, 49 inch, 55 inch, 
                      60 inch, 65 inch.■16:10 ratio: 7 inch, 8 inch, 10.1 inch.

External embedded touch monitor / all-in-one PC (Industrial)
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■4:3 ratio: 8 inch, 8.4 inch, 10.4 inch, 12.1 inch, 
                  15 inch, 17 inch, 19 inch, 21.3 inch.■16:9 ratio: 7 inch, 8 inch, 10.1 inch, 11.6 inch, 
                      13.3 inch, 14 inch, 15.6 inch, 18.5 inch, 
                      21.5 inch, 23 inch, 23.8 inch, 27 inch, 
                      32 inch, 43 inch, 49 inch, 55 inch, 
                      60 inch, 65 inch.■16:10 ratio: 7 inch, 8 inch, 10.1 inch.

Intel, Rockchip, Allwinner, Hisilicon, MTK, Amlogic, 
Qualcomm, other Chinese solutions and etc.

VGA, HDMI, USB, Ethernet Port, Serial Port, Headphone 
and Mic, Card slots, Power Jack (AC / DC In), etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Printer, Scanner, Card Reader, Fingerprint Reader, 
Keyboard, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Panel Size 7 inch~~65 inch

Aspect Ratio

LCD
Panel Resolution Down to: 800 x 480; Up to: 3840 x 2160

Brightness

Viewing Angle 

Panel Features

250--3000 cd/m² (Customizable)
Brightness after installing the touch screen: 
Based on the transmittance.

TN (Narrow or regular angle), 
IPS (Wide angle)

Original and new, A grade.
Enable customers to have the right to know.

Touch
Panel

Touch Type

Touch Points

Surface 
Hardness

Touch 
Response Time

TP Features

Resistive / Capacitive / IR (Optional)

Resistive: Single touch.
Capacitive: multi touch (10-point); 
IR: Single or multi touch.

Resistive: ≥3H; Capacitive: ≥6H; IR: ≥7H

≤15ms

Steady performance, Long life, 
adapt to harsh / rugged environment.

Realtek, Mstar, Novatek and etc.

VGA, DVI, HDMI, USB (Touch usage), Audio 
input / output, Power Jack (AC / DC In).

Key button, Remote control (Optional).

Windows, Android, Linux, 
various Chinese systems and etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Material: Aluminium alloy / Plastic / Metal (Optional).
Color: Black (Other optional).

Embedded Mounting / Open Frame, Desktop, 
Wall Mounting and etc.

0°C ~ +50°C; 
Customizable: -30°C ~ +85°C

≥50,000 hours demonstrated

Upon customer's request

Motherboard 
Solutions

Motherboard 
Solutions

Input /
Output Port

Input /
Output Port

Control

OS 
Support

Monitor
Customizable

AIO PC
Customizable

Cabinet

Mounting

Temperature

Product Life 
Time (MTBF)

Certificate /
Compliance

Warranty 1 year.

Medical equipment.

PC
Mother-
board

Monitor
Mother-
board

Control

Functions /
Peripherals

Physical

Environ-
ment / 
Reliability

Quality 
Assurance

Application 
Fields

Application scenarios

Oral examination

Intelligent ward

Surgical monitoring

B-ultrasound detection

Nursing cart Medical beauty equipment

Brand new LCD screen, industrial grade touch 
screen, industrial / medical grade motherboard.

High Class 
Material

Interface and 
Function

Multiple Interfaces and fuctions; Excellent 
compatibility, compatible with a variety of peripherals.

Industrial / medical quality, Steady performance, 
Long life. Strong reliability, adapt to harsh / rugged 
environment. 

Reliability

Suitable for various medical industry products.
Applicable 
Scenarios

Multiple mounting methods are available to 
choose from, wide application fields.Mounting

Can meet long-term supply needs. And the 
upgrading or replacement of some components 
will not cause changes in the appearance and size.

Long 
Lifecycle

Customiz-
ation 

Can be customized by customer's 
requirements.

Medical touch monitor / all-in-one PC
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■4:3 ratio: 8 inch, 8.4 inch, 10.4 inch, 12.1 inch, 
                  15 inch, 17 inch, 19 inch, 21.3 inch.
■16:9 ratio: 7 inch, 8 inch, 10.1 inch, 11.6 inch, 
                      13.3 inch, 14 inch, 15.6 inch, 18.5 inch, 
                      21.5 inch, 23 inch, 23.8 inch, 27 inch, 
                      32 inch, 43 inch, 49 inch, 55 inch, 
                      60 inch, 65 inch.■16:10 ratio: 7 inch, 8 inch, 10.1 inch.

Intel, Rockchip, Allwinner, Hisilicon, MTK, Amlogic, 
Qualcomm, other Chinese solutions and etc.

VGA, HDMI, USB, Ethernet Port, Serial Port, Headphone 
and Mic, Card slots, Power Jack (AC / DC In), etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Printer, Scanner, Card Reader, Fingerprint Reader, 
Keyboard, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Panel Size 7 inch~~65 inch

Aspect Ratio

LCD
Panel

Resolution Down to: 800 x 480; Up to: 3840 x 2160

Brightness

Viewing Angle 

Panel Features

250--3000 cd/m² (Customizable)
Brightness after installing the touch screen: 
Based on the transmittance.
TN (Narrow or regular angle), 
IPS (Wide angle)

Original and new, A grade.
Enable customers to have the right to know.

Touch
Panel

Touch Type

Touch Points

Surface 
Hardness

Touch 
Response Time

TP Features

Resistive / Capacitive / IR (Optional)

Resistive: Single touch.
Capacitive: multi touch (10-point); 
IR: Single or multi touch.

Resistive: ≥3H; Capacitive: ≥6H; IR: ≥7H

≤15ms

Industrial quality. Steady performance, Long life, 
 adapt to harsh / rugged environment.

Realtek, Mstar, Novatek and etc.

VGA, DVI, HDMI, USB (Touch usage), Audio 
input / output, Power Jack (AC / DC In).

Key button, Remote control (Optional).

Windows, Android, Linux, 
various Chinese systems and etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Material: Aluminium alloy / Plastic / Metal (Optional).
Color: Black (Other optional).

Open Frame, Desktop, Wall Mounting and etc.

0°C ~ +50°C; 
Customizable: -30°C ~ +85°C

≥50,000 hours demonstrated

Upon customer's request

Motherboard 
Solutions

Motherboard 
Solutions

Input /
Output Port

Input /
Output Port

Control

OS 
Support

Monitor
Customizable

AIO PC
Customizable

Cabinet

Mounting

Temperature

Product Life 
Time (MTBF)

Certificate /
Compliance

Warranty 1 year.

Industrial control (Industrial equipment, 
CNC machine), Business, Military and etc.

PC
Mother-
board

Monitor
Mother-
board

Control

Functions /
Peripherals

Physical

Environ-
ment / 
Reliability

Quality 
Assurance

Application 
Fields

Application scenarios

Catering cashier

Industrial equipment 

Military equipment

CNC machine

Self-service equipment Production automation

Brand new LCD screen, industrial grade 
touch screen, industrial grade motherboard.

High Class 
Material

Interface and 
Function

Multiple Interfaces and fuctions; Excellent 
compatibility, compatible with a variety of peripherals.

Industrial quality, Steady performance, Long life. 
Strong reliability, adapt to harsh / rugged 
environment. Front panel IP65 protection.

Reliability

Suitable for business, industrial control, military 
and other industries.

Applicable 
Scenarios

Multiple mounting methods are available to 
choose from, wide application fields.Mounting

Can meet long-term supply needs. And the 
upgrading or replacement of some components 
will not cause changes in the appearance and size.

Long 
Lifecycle

Customiz-
ation 

Can be customized by customer's 
requirements.

Open Frame touch monitor / all-in-one PC Desktop touch monitor / all-in-one PC Wall Mounting touch monitor / all-in-one PC

Other touch monitor / all-in-one PC
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■4:3 ratio: 8 inch, 8.4 inch, 10.4 inch, 12.1 inch, 
                  15 inch, 17 inch, 19 inch, 21.3 inch.
■16:9 ratio: 7 inch, 8 inch, 10.1 inch, 11.6 inch, 
                       13.3 inch, 14 inch, 15.6 inch, 18.5 inch, 
                       21.5 inch, 23 inch, 23.8 inch, 27 inch, 
                       32 inch, 43 inch, 49 inch, 55 inch, 60 inch, 
                       65 inch, 70 inch, 75 inch, 80 inch, 85 inch, 
                       90 inch, 98 inch, 100 inch.
■16:10 ratio: 7 inch, 8 inch, 10.1 inch.

Outdoor / semi-outdoor display products
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Fully enclosed waterproof all-in-one pc Outdoor high brightness all-in-one pc

Intel, Rockchip, Allwinner, Hisilicon, MTK, Amlogic, 
Qualcomm, other Chinese solutions and etc.

VGA, HDMI, USB, Ethernet Port, Serial Port, Headphone 
and Mic, Card slots, Power Jack (AC / DC In), etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Printer, Scanner, Card Reader, Fingerprint Reader, 
Keyboard, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Panel Size 7 inch~~100 inch

Aspect Ratio

LCD
Panel

Resolution Down to: 800 x 480; Up to: 3840 x 2160

Brightness

Viewing Angle 

Panel Features

250--3000 cd/m² (Customizable)
Brightness after installing the touch screen: 
Based on the transmittance.
TN (Narrow or regular angle), 
IPS (Wide angle)
Original and new, A grade.
Enable customers to have the right to know.

Touch
Panel

Touch Type

Touch Points

Surface 
Hardness

Touch 
Response Time

TP Features

Resistive / Capacitive / IR (Optional)

Resistive: Single touch.
Capacitive: multi touch (10-point); 
IR: Single or multi touch.

Resistive: ≥3H; Capacitive: ≥6H; IR: ≥7H

≤15ms

Industrial quality. Steady performance, Long life, 
 adapt to harsh / rugged environment.

Realtek, Mstar, Novatek and etc.

VGA, DVI, HDMI, USB (Touch usage), Audio 
input / output, Power Jack (AC / DC In).

Key button, Remote control (Optional).

Windows, Android, Linux, 
various Chinese systems and etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Material: Aluminium alloy / Plastic / Metal (Optional).
Color: Black (Other optional).

Open Frame, Desktop, Wall Mounting and etc.

0°C ~ +50°C; 
Customizable: -30°C ~ +85°C

≥50,000 hours demonstrated

Upon customer's request

Motherboard 
Solutions

Motherboard 
Solutions

Input /
Output Port

Input /
Output Port

Control

OS 
Support

Monitor
Customizable

AIO PC
Customizable

Cabinet

Mounting

Temperature

Product Life 
Time (MTBF)

Certificate /
Compliance

Warranty 1 year.

Industrial control (Industrial equipment, CNC machine), 
Business, Public place, Military and etc.

PC
Mother-
board

Monitor
Mother-
board

Control

Functions /
Peripherals

Physical

Environ-
ment / 
Reliability

Quality 
Assurance

Application 
Fields

Application scenarios

Window display 

Bus stops

Business street

Charging station

Maritime navigation

Delivery locker / 
Garbage collection cabinet

Brand new LCD screen, industrial grade 
touch screen, industrial grade motherboard.

High Class 
Material

Interface and 
Function

High brightness, wide temperature, waterproof 
and dustproof, anti-vandal, anti-explode, 
anti-light and etc.
Industrial quality, Steady performance, Long life. 
Strong reliability, adapt to harsh / rugged 
environment. Front panel IP65 protection.

Reliability

Suitable for various outdoor, semi-outdoor, 
and indoor special scenarios.

Applicable 
Scenarios

Multiple mounting methods are available to 
choose from, wide application fields.Mounting

Can meet long-term supply needs. And the 
upgrading or replacement of some components 
will not cause changes in the appearance and size.

Long 
Lifecycle

Customiz-
ation 

Can be customized by customer's 
requirements.



Intel, Rockchip, Allwinner, Hisilicon, MTK, Amlogic, 
Qualcomm, other Chinese solutions and etc.

VGA, HDMI, USB, Ethernet Port, Serial Port, Headphone 
and Mic, Card slots, Power Jack (AC / DC In), etc.

Key button, Remote control (Optional).

Windows, Android, Linux, 
various Chinese systems and etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Printer, Touch pen, Remote Control, Mouting 
Bracket / Buckle / Edge pendant / Base and etc. (Optional).

Material: Aluminium alloy / Plastic / Metal (Optional).
Color: Black (Other optional).

Desktop, Wall Mounting, Vertical, Horizontal, 
Embedded Mounting / Open Frame and etc.

0°C ~ +50°C; 
Customizable: -30°C ~ +85°C

≥50,000 hours demonstrated

Upon customer's request

Motherboard 
Solutions

Input /
Output Port

Control

OS 
Support

Customizable

Cabinet

Mounting

Temperature

Product Life 
Time (MTBF)

Certificate /
Compliance

Warranty 1 year.

Various commercial occasions: Shopping malls and hotels, 
Restaurant entertainment, Airport stations, Financial banks, 
Attraction venues, Exhibition hall counters, Hospital Outpatient 
Department, Elevator and etc. Company, Government and 
Institute, Public places, Various exhibition, and etc.

Mother-
board

Control

Functions /
Peripherals

Physical

Environ-
ment / 
Reliability

Quality 
Assurance

Application 
Fields

Panel Size 7 inch~~100 inch

Aspect Ratio

LCD
Panel

Resolution Down to: 800 x 480; Up to: 3840 x 2160

Brightness

Viewing Angle 

Panel Features

250--3000 cd/m² (Customizable)
Brightness after installing the touch screen: 
Based on the transmittance.

TN (Narrow or regular angle), 
IPS (Wide angle)
Original and new, A grade.
Enable customers to have the right to know.

Touch
Panel

Touch Type

Touch Points

Surface 
Hardness

Touch 
Response Time

TP Features

Resistive / Capacitive / IR (Optional)

Resistive: Single touch.
Capacitive: multi touch (10-point); 
IR: Single or multi touch.

Resistive: ≥3H; Capacitive: ≥6H; IR: ≥7H

≤15ms

Industrial quality. Steady performance, Long life, 
 adapt to harsh / rugged environment.

Application scenarios

Airport StationShopping malls and hotels

Financial banks

Catering trade

Hospital Outpatient Department Elevator

High Class 
Material

Interface and 
Function

Applicable 
Scenarios

Mounting

Long 
Lifecycle

Customiz-
ation 

Brand new LCD screen, stable advertising 
machine motherboard.

Multiple Interfaces and fuctions; Excellent 
compatibility, Can be equipped with 
information publishing system

Suitable for various commercial occasions.

Multiple mounting methods are available 
to choose from, wide application fields.

Can meet long-term supply needs. And the 
upgrading or replacement of some components 
will not cause changes in the appearance and size.

Can be customized by customer's 
requirements.

■4:3 ratio: 8 inch, 8.4 inch, 10.4 inch, 12.1 inch, 
                  15 inch, 17 inch, 19 inch, 21.3 inch.
■16:9 ratio: 7 inch, 8 inch, 10.1 inch, 11.6 inch, 
                       13.3 inch, 14 inch, 15.6 inch, 18.5 inch, 
                       21.5 inch, 23 inch, 23.8 inch, 27 inch, 
                       32 inch, 43 inch, 49 inch, 55 inch, 60 inch, 
                       65 inch, 70 inch, 75 inch, 80 inch, 85 inch, 
                       90 inch, 98 inch, 100 inch.
■16:10 ratio: 7 inch, 8 inch, 10.1 inch.

Advertising machine / digital signage

        Floor type 
advertising machine

Consultation room signage /
Meeting room signageWall Mounting advertising machine Digital menu board
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■4:3 ratio: 8 inch, 8.4 inch, 10.4 inch, 12.1 inch, 
                  15 inch, 17 inch, 19 inch, 21.3 inch.
■16:9 ratio: 7 inch, 8 inch, 10.1 inch, 11.6 inch, 
                      13.3 inch, 14 inch, 15.6 inch, 18.5 inch, 
                      21.5 inch, 23 inch, 23.8 inch, 27 inch, 
                      32 inch, 43 inch, 49 inch, 55 inch, 
                      60 inch, 65 inch.
■16:10 ratio: 7 inch, 8 inch, 10.1 inch.

Intel, Rockchip, Allwinner, Hisilicon, MTK, Amlogic, 
Qualcomm, other Chinese solutions and etc.

VGA, HDMI, USB, Ethernet Port, Serial Port, Headphone 
and Mic, Card slots, Power Jack (AC / DC In), etc.

Key button, Remote control (Optional).

Windows, Android, Linux, 
various Chinese systems and etc.

Brightness auto adjustment, Aviation power interface, 
Camera, Printer, Scanner, Card Reader, Fingerprint Reader, 
Keyboard, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Material: Aluminium alloy / Plastic / Metal (Optional).
Color: Black (Other optional).

Desktop, Wall Mounting, Vertical, Horizontal, 
Embedded Mounting / Open Frame and etc.

0°C ~ +50°C; 
Customizable: -30°C ~ +85°C

≥50,000 hours demonstrated

Upon customer's request

Motherboard 
Solutions

Input /
Output Port

Control

OS 
Support

Customizable

Cabinet

Mounting

Temperature

Product Life 
Time (MTBF)
Certificate /
Compliance

Warranty 1 year.

Industrial, Medical, Finance, Education, Traffic and Vehicle, Self-service 
terminals (New retail - Vending machines / Finance / Inquiry / Delivery 
locker - Storage cabinets / Garbage collection cabinets / Charging piles, 
etc.), Retail catering and Hotel services, Security home and IOT (Internet of 
Things), Gaming and Entertainment and Gambling, Power and 
Communication, Military / Aerospace, Various commercial fields 
(Enterprises, Government institutions, Public places, Exhibitions, etc.)

Control

Functions /
Peripherals

Physical

Environ-
ment /
Reliability

Quality 
Assurance

Application 
Fields

Panel Size 7 inch~~65 inch

Aspect Ratio

LCD
Panel Resolution Down to: 800 x 480; Up to: 3840 x 2160

Brightness

Viewing Angle 

Panel Features

250--3000 cd/m² (Customizable)
Brightness after installing the touch screen: 
Based on the transmittance.
TN (Narrow or regular angle), 
IPS (Wide angle)

Original and new, A grade.
Enable customers to have the right to know.

Touch
Panel

Touch Type

Touch Points

Surface 
Hardness

Touch 
Response Time

TP Features

Resistive / Capacitive / IR (Optional)

Resistive: Single touch.
Capacitive: multi touch (10-point); 
IR: Single or multi touch.

Resistive: ≥3H; Capacitive: ≥6H; IR: ≥7H

≤15ms

Industrial quality. Steady performance, Long life, 
 adapt to harsh / rugged environment.

Application scenarios

Self-service ordering

Governmental agencies

Self-service cashier

Community access control Attendance machine

High Class 
Material

Interface and 
Function

Reliability

Mounting

Long 
lifecycle

Customiz-
ation 

Brand new LCD screen, industrial grade 
touch screen, industrial grade motherboard.

Multiple Interfaces and fuctions; Excellent 
compatibility, compatible with a variety of peripherals.

Industrial quality, Steady performance, Long 
life. Strong reliability, adapt to harsh / rugged 
environment.

Multiple mounting methods are available 
to choose from, wide application fields.

Can meet long-term supply needs. And the 
upgrading or replacement of some components 
will not cause changes in the appearance and size.

Can be customized by customer's 
requirements.

Self-service terminals / kiosks

Self-service terminal Self-service ordering machine Multi functional all-in-one pc
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Application scenarios

Rail transit Self-service terminals Gaming entertainment

Parking instructions Exhibition Display Supermarket shelves

Bar display products Curved display productsRound display products

Bar type / Irregular type display products

同睿
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High Class 
Material

Interface and 
Function

Applicable 
Scenarios

Mounting

Long 
Lifecycle

Customiz-
ation 

Brand new LCD screen, stable  
motherboard.

Multiple Interfaces and fuctions; Excellent 
compatibility, Can be equipped with 
information publishing system

Suitable for various commercial occasions.

Multiple mounting methods are available 
to choose from, wide application fields.

Can meet long-term supply needs. And the 
upgrading or replacement of some components 
will not cause changes in the appearance and size.

Can be customized by customer's 
requirements.

Key button, Remote control (Optional).

Windows, Android, Linux, 
various Chinese systems and etc.

Material: Aluminium alloy / Plastic / Metal (Optional).
Color: Black (Other optional).

Desktop, Wall Mounting, Vertical, Horizontal, 
Embedded Mounting / Open Frame and etc.

0°C ~ +50°C; 
Customizable: -30°C ~ +85°C

≥50,000 hours demonstrated

Upon customer's request

Control

OS 
Support

Cabinet

Mounting

Temperature

Product Life 
Time (MTBF)

Certificate /
Compliance

Warranty 1 year.

Various commercial occasions: Shopping malls and hotels, 
Restaurant entertainment, Airport stations, Financial banks, 
Attraction venues, Exhibition hall counters, Hospital Outpatient 
Department, Elevator and etc. Company, Government and 
Institute, Public places, Various exhibition, and etc.

Control

Functions /
Peripherals

Physical

Environ-
ment / 
Reliability

Quality 
Assurance

Application 
Fields

Panel Size 7 inch~~100 inch

Aspect Ratio
LCD

Panel
Resolution According to customer needs

Brightness

Viewing Angle 

Panel Features

250--3000 cd/m² (Customizable)
Brightness after installing the touch screen: 
Based on the transmittance.

TN (Narrow or regular angle), 
IPS (Wide angle)
New, A grade.
Enable customers to have the right to know.

Touch
Panel

Touch Type

Touch Points

Surface 
Hardness

Touch 
Response Time

TP Features

Resistive / Capacitive / IR (Optional)

Resistive: Single touch.
Capacitive: multi touch (10-point); 
IR: Single or multi touch.

Resistive: ≥3H; Capacitive: ≥6H; IR: ≥7H

≤15ms

Industrial quality. Steady performance, Long life, 
 adapt to harsh / rugged environment.

■ According to customer needs

Realtek, Mstar, Novatek and etc.

VGA, DVI, HDMI, USB (Touch usage), Audio 
input / output, Power Jack (AC / DC In).

Motherboard 
Solutions

Input /
Output Port

Monitor
Mother-
board

Brightness auto adjustment, Aviation power interface, 
Camera, Printer, Scanner, Card Reader, Fingerprint Reader, 
Keyboard, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Brightness auto adjustment, Aviation power interface, 
Camera, Touch pen, Remote Control, Mouting Bracket /
Buckle / Edge pendant / Base and etc. (Optional).

Monitor
Customizable

AIO PC
Customizable

Intel, Rockchip, Allwinner, Hisilicon, MTK, Amlogic, 
Qualcomm, other Chinese solutions and etc.

VGA, HDMI, USB, Ethernet Port, Serial Port, Headphone 
and Mic, Card slots, Power Jack (AC / DC In), etc.

Motherboard 
Solutions

Input /
Output Port

PC
Mother-
board



0°C ~ +50°C; 
Customizable: -30°C ~ +85°C

≥50,000 hours demonstrated

Upon customer's request

Temperature

Product Life 
Time (MTBF)
Certificate / 
Compliance

Warranty 1 year.
Medical equipment, Industrial equipment, 
Self-service equipment, 
Vehicle mounted equipment and etc.

Environ-
ment / 
Reliability

Quality 
Assurance

Applica-
tion Fields

Panel Size 7 inch~~65 inch

Aspect Ratio

LCD
Panel

Resolution Standard, Bar, Irregular.

Brightness

Viewing Angle 

Panel Features

250--3000 cd/m² (Customizable)
Brightness after installing the touch screen: 
Based on the transmittance.
TN (Narrow or regular angle), 
IPS (Wide angle)
Original and new, A grade.
Enable customers to have the right to know.

Touch
Panel

Touch
Panel

Touch Type

Touch Points

Surface 
Hardness

Touch 
Response Time

TP Features

Resistive / Capacitive / IR (Optional)

Resistive: Single touch.
Capacitive: multi touch (10-point);
IR: Single or multi touch.

Resistive: ≥3H; Capacitive: ≥6H; IR: ≥7H

≤15ms

Industrial quality. Steady performance, Long life, 
 adapt to harsh / rugged environment.

Application scenarios

Medical equipment Industrial equipment 

Military equipment

Self-service equipment Vehicle mounted equipment

Production automation

Customizable

Bonding 
Method

Providable 
Materials

High Class 
Material

Reliability

Long 
Lifecycle

Customiz-
ation 

Frame bonding, OCA optical  bonding, 
LOCA optical bonding.

Monitor driver board, converter board, Android 
motherboard, X86 motherboard, cables and etc.

Brand new LCD screen, industrial grade 
touch screen, industrial grade motherboard.

Industrial quality, Steady performance, Long 
life. Strong reliability, adapt to harsh / rugged 
environment.

Can meet long-term supply needs. And the 
upgrading or replacement of some components 
will not cause changes in the appearance and size.

Can be customized by customer's 
requirements.

Touch display module kit
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(1) Anti-Water, Anti-Dust, Anti-Vandal, Anti-Peep, Anti-Explode, Anti-Shock, Anti-Lightning, Anti-Corrosion, 

      Anti-Burglar, Anti-EMI, Anti-Glare (AG), Anti-Reflection (AR), Anti-Stains (AS), Anti-Fingerprint (AF) and etc;

(2) 24 hours uninterrupted operation, wide temperature range, wide voltage range, low EMI, long life, high color 

      performance, high resolution, high fidelity, low power consumption, high brightness and etc;

(3) Adopt different touch panel technology;

(4) Devices can be operated under severe and specific environment;

(5) Irregular shaped and unconventional resolution devices (irregular screens, bar screens, etc.);

(6) Devices with brightness adjustable, energy-saving and emission-reduction, environmental protection and 

      intelligent control technology;

(7) Differential devices with digitizer touch pen, handwriting function, security encryption, identity authentication and etc;

(8) Multi Operating Systems, multi main board structures (X86 / ARM), multi interfaces, multi functions, multi 

      peripherals and etc;

(9) Diversified ID and mechanical design and mounting method (fan-free, desktop, wall-mount, embedded, etc.).

Customizable content

Other customized products

High brightness display products
(500-3000 cd/m²) LCD Transparent display

Facial recognition all-in-one pc Live broadcast machine Pal display / Smart display
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可能您之前还不认识我们，但合作以后您一定会夸我们!
Before today you may not know us, but after the cooperation you will praise us!

深圳市同睿电子有限公司
Shenzhen Tonrei Electronics Co., Ltd.

地址：深圳市光明区公明街道李松蓢社区志康路36号2栋602
电话：18028757710
邮箱：50194789@qq.com
网址：www.tonrei.com     https://tonrei.1688.com

Tel：13715351636
Email：58719451@qq.com
Web：www.tonrei.com      https://tonrei.en.alibaba.com

Add：Room 602, Building 2, No. 36 Zhikang Road, Lisonglang Community, Gongming 
             Street, Guangming Disctrict, Shenzhen, Guangdong, China.

内贸部 / Domestic trade department

外贸部 / Foreign trade department


